WASTE WATER TREATMENT CHEMICALS WATER CLEAN

mmmmmm WYMTEWWAMWYAK

ZAT KIMIA PENGOLAH AIR LIMBAH :
WATER CLEAN

AH AIR LIMBAH DAN LINGKUNGAN DENGAN ZAT KIMIA PENGOLAH AR
ERUSAHAAN KAMI PEDULI TERHADAP PELESTARIAN LINGKUNGAN
| MENCIPTAKAN DAN MENGEMBANGKAN ZAT KIMIA PENGOLAH AIR

ar{mmmmxwmmvm EFISIEN. SEKARANG, KAMI

KAN ZAT KIMIA PENGOLAH AIR LIMBAH LIKAN UNTUK

fm'mmm LIMBAH DENGAN MUDAH, HANYA DENGAN
MENGGUNAKAN SATU ZAT KIMIA SAJA. HEMAT DAN TIDAK ADA LAGI KERUMITAN.

'SERI WATER CLEAN FX DAPAT DIGUNAKAN SEBAGAI PENGOLAHAN AR umw'
- BERBAGAI PROSES INDUSTRI SEPERTI DIE CAST. mmﬂwe COOLANT & GENERAL
‘wasrem . »'

FITUR

wmuammmmsmmsm
oﬁmrmmmammmm
mmmmmmmmm&smw
~ LIMBAH BERLANGSUNG



LIKAN PRODUCT CATALOGUE

WASTE WATER TREATMENT CHEMICALS : WATER CLEAN

PRODUCT

PH

APPLICATION

APPEARANCE/PACKAGE

(1% SOL)

0.5-1.0 % WV YELLOW BROWN POWDER
WATER CLEAN FX-1S | 4.5+ 0.5 FOR BARREL WASTE WATER TREATMENT
(DEPEND ON CONDITION OF WASTE WATER) 20 KGS./ CASE
0.5 - 1.0% WV RED BROWN POWDER
WATER CLEAN FX-1H | 5.6 £ 0.5 FOR BARREL WASTE WATER TREATMENT
(DEPEND ON CONDITION OF WASTE WATER) 20 KGS./ CASE
0.3-0.6 % WV YELLOW BROWN POWDER
WATER CLEAN FX-2C | 5.5+ 0.5 | FOR DIE CASTING WASTE WATER TREATMENT
(DEPEND ON CONDITION OF WASTE WATER) 20 KGS./ CASE
0.5-1.0 % WV WHITE GREY POWDER
WATER CLEAN FX-2W | 6.9+ 0.5 FOR COOLANT WASTE WATER TREATMENT
(DEPEND ON CONDITION OF WASTE WATER) 20 KGS./ CASE
0.5-1.0 % WV YELLOW BROWN POWDER
WATER CLEAN FX-2M [ 5.0 + 0.5 | FOR DIE CASTING WASTE WATER TREATMENT
(DEPEND ON CONDITION OF WASTE WATER) 20 KGS./ CASE
0.3-0.6 % WV YELLOW BROWN POWDER
WATER CLEAN FX-G 1| 4.6 + 0.5 | FOR DIE CASTING WASTE WATER TREATMENT
(DEPEND ON CONDITION OF WASTE WATER) 20 KGS./ CASE
CATIONIC POLYMER FLOCULANT CLEAR PASTE LIQUID
DIFLOCK C 5 = 100% DILUTION
FOR NONIONIC & ANIONIC WASTE 20 KGS./ PAIL
DARK BROWN LIQUID
DIFLOCK M.F. &8s (015 EMULSION BREAK 100% DILUTION
20 KGS./ PAIL
FOR WASTE WATER TREAMENT WITH YELLOW CLEAR LIQUID
DIFLOCK M.S. (505 100% DILUTION
WATER CLEAN FX -2W 20 KGS./ PAIL
NON COLOUR CLEAR LIQUID
PAC M.F. 40+0.5 PURIFICATION FOR RAW WATER 100% DILUTION

20 KGS./ PAIL

DIE CASTING PROCESS
WATER CLEAN FX SERIES ARE USED FOR DIE CASTING PROCESS AS BELOW :

- WATER CLEAN FX-2C
- WATER CLEAN FX-G1

p A
COoD 900-1000
BOD 500-800
OIL&GREASE 50

PARAMETER | BEFORE AFTER TREATMENT
H 5-7 6-7

<300 MG/L
20-50 MG/L

<5 MG/L




